
 

The Isolator option is specifically designed to be used with the BFI-P2 and BFI-H3 range of variable speed drive products and is intended 
for professional incorporation into complete equipment or systems. If installed incorrectly it may present a safety hazard. Before 
commencing installation and commissioning, the user should ensure they are fully familiar with the product, and in particular have read 
the important safety information and warnings contained in the BFI-P2 / BFI-H3 User Guide Manual. 
 
Overview  
The Isolator option is intended solely to be installed onto the drives detailed in the Compatibility section of this document, the Isolator 
option provides the following functionality: 

- Local drive Isolation for safe maintenance. 
- Padlock “lock-off” ability. 
- Isolator “Off” position indicator. 

 
Compatibility table 

Drive model  Voltage 
[VAC] 

Power 
[kW] 

IP55  
Frame Size 

Required Isolator 
Option 

BFI-P2-42-0240-3F4N-TN  

3 x 230  

5,5  

4 
OPT-2-ISOL4-BFI 

 
BFI-P2-42-0300-3F4N-MN / BFI-H3-42-0300-3F1N-MN 7,5 

BFI-P2-42-0460-3F4N-MN / BFI-H3-42-0460-3F1N-MN 11 

BFI-P2-52-0610-3F4N-MN / BFI-H3-52-0610-3F1N-MN 15 

5 
OPT-2-ISOL5-BFI 

 
BFI-P2-52-0720-3F4N-MN / BFI-H3-52-0720-3F1N-MN 18,5 

BFI-H3-52-0900-3F1N-MN 22 

BFI-P2-44-0240-3F4N-MN 

3 x 400 

11 

4 
OPT-2-ISOL4-BFI 

 
BFI-P2-44-0300-3F4N-MN / BFI-H3-44-0300-3F1N-MN 15 

BFI-P2-44-0390-3F4N-MN / BFI-H3-44-0390-3F1N-MN 18,5 

BFI-P2-44-0460-3F4N-MN / BFI-H3-44-0460-3F1N-MN 22 

 BFI-P2-54-0610-3F4N-MN / BFI-H3-54-0610-3F1N-MN 30 
5 
 

OPT-2-ISOL5-BFI 
 

BFI-P2-54-0720-3F4N-MN / BFI-H3-54-0720-3F1N-MN 37 

BFI-H3-54-0900-3F1N-MN 45 

 
 
Tools required 
 

 
Physical Size 

 
 
 

 
 
 
 

Isolator Option Installation Guide 

 

This Option is suitable for use on the following products 
- BFI-P2 IP55  
- BFI-H3 IP55 

Part No OPT-2-ISOL4-BFI, Item number 63150  
OPT-2-ISOL5-BFI, Item number 63151 

 H 
(mm) 

W 
(mm) 

D 
(mm) 

OPT-2-ISOL4-BFI  170 173 80 
OPT-2-ISOL5-BFI 230 235 100 



Installation 

 Ensure the drive is isolated from mains power prior to installing the Isolator option  
 

 

 
 
 
 
 
 
 
 
 



 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


